
Δημιουργία υαλοπίνακα 
πυροπροστασίας για M50FR

Create Fireproof glass for M50FR



1. Δημιουργία υαλοπίνακα 
πυροπροστασίας για M50FR



Στην αρχική σελίδα του AlumilCAL πατάμε στο μενού Βάση δεδομένων χρήστη, επιλέγουμε 
Υαλώσεις/Πάνελ, και στην συνέχεια Υάλωση πυροπροστασίας.



Στο παράθυρο που ανοίγει, στην καρτέλα Γενικά Επιλέγουμε Προσθήκη.

Συμπληρώνουμε τις πληροφορίες του υαλοπίνακα στα αντίστοιχα πεδία:
1. Όνομα υαλοπίνακα με αγγλικούς χαρακτήρες.
2. Πάχος εσωτερικού και εξωτερικού υαλοπίνακα. Ο εσωτερικός πάντα 16mm.
3. Τύπος υαλοπίνακα, όπως μας τον δίνει ο προμηθευτής.

4. Εισάγουμε το διάκενο. Προσοχή διότι 
επιτρέπονται υαλοπίνακες συνολικού πάχους 
32mm, 36mm, 40mm, 44mm.

5. Διάφορα χαρακτηριστικά του υαλοπίνακα:
a. Τύπος αποστάτη διακένου: Όπως μας 

το δίνει ο προμηθευτής.
b. Τιμή Ug: Από τον προμηθευτή.
c. Προμηθευτής υαλοπίνακα: AGC.
d. Τύπος υαλοπίνακα: Διπλή υάλωση 

εσωτερικής χρήσης EI (F).
e. Αντοχή υαλοπίνακα: 30.



Καρτέλα Διευρυμένα

1. Εισάγουμε τις ελάχιστες διαστάσεις του υαλοπίνακα σε cm.
Εισάγουμε τις μέγιστες διαστάσεις του υαλοπίνακα, όπως προκύπτουν από το πρότυπο:
145,2x320,4 cm.

2. Εισάγουμε το βάρος/m2 του υαλοπίνακα

3. Αποθηκεύουμε.



Στην κατασκευή μας επιλέγουμε Υαλοπίνακα Πυροπροστασίας.

Ο υαλοπίνακας που δημιουργήσαμε είναι διαθέσιμος.



2. Create Fireproof glass for M50FR



At AlumilCAL’s start page, click on User Database, choose Fillings and then Fire Protection Glass.



In the window that opens, in the General tab, choose Add.

Fill in the fireproof glass characteristics:
1. Fireproof glass name.
2. Internal and external pane thickness. The internal pane must always be 16mm thick.
3. Glass type, as provided by the glass supplier.

4. Enter the spacer gap. Pay attention only glasses 
with total thickness of 32mm, 36mm, 40mm, 
44mm are allowed.

5. Various glass data:
a. Type of spacer: As provided by the glass 

supplier.
b. Ug value: As provided by the glass 

supplier.
c. Glass supplier: AGC.
d. Glass type: Internal use double glazing 

EI (F).
e. Glass endurance: 30.



Advanced tab.

1. Enter the minimum glass dimensions in cm, as provided by the glass supplier.
Enter the maximum glass dimensions, as mentioned in the certificate:
145,2x320,4 cm.

2. Enter the glass weight per m2

3. Click Save.



At the construction, choose Fire Protection Glass.

The glass we created is available.




